Modified Multiband Sierpinski Gasket Monopole Antennas by Han, Kiyun & Harackiewicz, Frances J.
Southern Illinois University Carbondale
OpenSIUC
Conference Proceedings Department of Electrical and ComputerEngineering
6-2003
Modified Multiband Sierpinski Gasket Monopole
Antennas
Kiyun Han
Southern Illinois University Carbondale
Frances J. Harackiewicz
Southern Illinois University Carbondale, fran@engr.siu.edu
Follow this and additional works at: http://opensiuc.lib.siu.edu/ece_confs
Published in Han. K., & Harackiewicz, F.J. (2003). Modified multiband Sierpinski gasket monopole
antennas. IEEE Antennas and Propagation Society International Symposium, 2003, vol. 4, 238 - 241.
©2003 IEEE. Personal use of this material is permitted. However, permission to reprint/republish
this material for advertising or promotional purposes or for creating new collective works for resale
or redistribution to servers or lists, or to reuse any copyrighted component of this work in other
works must be obtained from the IEEE. This material is presented to ensure timely dissemination of
scholarly and technical work. Copyright and all rights therein are retained by authors or by other
copyright holders. All persons copying this information are expected to adhere to the terms and
constraints invoked by each author's copyright. In most cases, these works may not be reposted
without the explicit permission of the copyright holder.
This Article is brought to you for free and open access by the Department of Electrical and Computer Engineering at OpenSIUC. It has been accepted
for inclusion in Conference Proceedings by an authorized administrator of OpenSIUC. For more information, please contact opensiuc@lib.siu.edu.
Recommended Citation
Han, Kiyun and Harackiewicz, Frances J., "Modified Multiband Sierpinski Gasket Monopole Antennas" (2003). Conference
Proceedings. Paper 19.
http://opensiuc.lib.siu.edu/ece_confs/19
MODIFIED MULTIBAND SIERPINSKI GASKET 
MONOPOLE ANTENNAS 
Kiyun Han and Frances J. Harackiewicz 
Antennas and Propagation Laboratory 
Department of Electrical and Computer Engineering 
Southem Illinois University Carbondale 
Carbondale, IL 62901-6603 
1. Introduction 
The Sierpinski triangle and carpet gasket monopole and dipole antennas 
have been intensively studied to achieve multi-frequency operating band in [ I ]  - 
[3]. The triangle gasket shows multiband but the carpet gasket does not show 
multiband. In [4] and [ 5 ] ,  instead of the triangle shape of apertures, simplified or 
modified horizontal slots have been applied to the Sierpinski monopole and 
conical monopole antennas. The results show that the modified gap structure 
monopole and 3-dimensional gap structure conical monopole antennas exhibits 
improved operating band characteristics. 
In this paper, we present printed modified Sierpinski triangle and carpet 
monopole antennas. To reduce the overall size of the Sierpinski gasket antenna, 
the ground plane is printed on the backside of the substrate. The Sierpinski 
triangle gasket is made and compared with the modified Sierpinski triangle and 
carpet or truncated triangle gasket monopole antennas. 
2. The Sierpinski gasket monopole antennas 
Modified Sierpinski triangle and truncated triangle gasket monopoles are 
made and compared with a conventional triangle gasket monopole. First, the 
Sierpinski triangle gasket monopole antenna with iteration 4 is printed on a 31-mil 
thickness Rogers RTDuroid 5880 ( E ,  = 2.2). The antenna is fed by a 50 C2 
microship line (4.4") and ground plane is at the behind of the microship line. 
The heights of the triangles are 6.5, 12, 23, and 44". Then the triangle 
apertures in the gasket are simplified into three different lengths of horizontal 
slots as in Figure 1 (b). Finally instead of the triangle gasket, the triangle gasket is 
truncated and fed by a microstrip line at the one of the four comers as in Figure 1 
(c). To obtain a multi-frequency operating band, the Sierpinski carpet monopole is 
tried in [6]. It doesn't show multiband characteristics but it shows broadband 
antenna characteristics. The modified truncated triangle gasket design in Figure 1 
(c), however shows multiband characteristics as the antennas in Figure I(a) and 
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(b). Not only the multiband characteristics but also it has the smallest size among 
the three antennas in Figure 1. 
All antennas in the Figure 1 are fabricated and measured at the SIUC 
Antennas and Propagations Laboratory. 
3. Results 
Measured return losses of the three antennas are shown in Figure 2. All 
three antennas show clearly four frequency bands and good agreement. From the 
Figure 2, it is evident that the modified triangle gasket and truncated triangle 
gasket maintain operating band characteristics. The Sierpinski triangle gasket 
antenna, Figure 1 (a), shows very broad bandwidth. Approximately from 1 IGHz 
to 20 GHz, the retum loss is below VSWR < 2. 
Radiation pattems in all four bands of the three antennas are simulated 
using a Finite Difference Time Domain (FDTD) software CONCERTO from 
Vector Fields Inc. [7]. Figure 3 shows 0 = 90 ' at the second, third, and fourth 
band of the modified truncated triangle gasket antenna (Figure 1 (c)). It can be 
seen that the pattems are similar among those three bands. The rest of the two 
antennas also shows similar radiation pattems. 
4. Conclusion 
Here we have introduced three different Sierpinslu fractal monopole 
antennas to obtain multiband frequency operation. All three antennas use a prmted 
ground plane at the back of the 50 B feed line. As a result, the overall size of the 
antenna is smaller than that with a large ground plane, which IS perpendicular to 
the antenna 
Simplified triangle and truncated triangle gasket exhibit very similar 
multiband characteristics with the Sierpinski triangle gasket monopole antenna. 
Especially the modified truncated triangle gasket monopole gtenna has only half 
of the size compared with the other two antennas. These proposed designs axe 
attractive candidates for array and mobile communication applications. 
239 
Authorized licensed use limited to: Southern Illinois University Carbondale. Downloaded on March 23, 2009 at 10:49 from IEEE Xplore.  Restrictions apply.
REFERENCES 
[ 11 C. Puente, J. Romeu, R.Pous, X. Garacia, and F. Benitez, “Fratcal multiband 
antenna based on the Sierpinski gasket,” Electron. Lett., vol. 32, no. 1, pp. 1- 
2, Jan. 1996. 
[2] C. Puente, J. Romeu, R. Bartoleme and, R. Pous, “Perturbation of the 
Sierpinski antenna to allocate operating bands,” Electron. Lett., ~01.32, no. 
24, pp. 2186-2188, NOV. 1996. 
[3] C. Puente, J. Romeu, R. Pous, and R. Cardama, “On the behavior of the 
Sierpinski Multiband fractal antenna,” IEEE Trans. Antennas Propagat., vol. 
46, no. 4, pp. 517-524, Apr. 1998. 
[4] S. R. Best, “Operating band comparision of the perturbed Sierpinski and 
modified parany gasket antennas,” ZEEE Ant. And Wireless Propagat. Lett., 
vol. 1, no. 1, pp. 39-42, 2002. 
[5] S. R. Best, “On the performance properties of a multiband conical monopole 
antenna,” Proc. of the Antenna Applications Symposium, Monticello, Illinois, 
pp.320-328, Sep. 2002. 
[6] X. Liang and M. Y .  W. Chia, “Multiband characteristics of two fractal 
antennas,” Microwave and Optical Tech. Lett., vol. 23, no. 4, pp. 242-245, 
Nov. 1999. 
[7] CONCERTO, version 2.0, Vector Fields Inc. 
( 4  (b) (c) 
Figure 1. Sierpinski monopole antennas. (a) Sierpinski triangle gasket, (b) 
modified triangle gasket, and (c) truncated version of modified triangle gasket. 
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Figure 2. Return losses of the three Sierpinski monopole antennas. 
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Figure 3. Radiation pattem of the modified truncated triangle gasket monopole 
antema with 8 = 90". (a) 2"d band = 3.83GHz, (b) 3d band = 7.43GHz, and (c) 
4Ih band = 17.34GHz. 
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